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SURYLGHY ERWK D YLVXDO DODUP UHG
Sensor: Electrochemical alarm (buzzer)_

Power supply: 230V AC (-15% +10%) 50/60Hz
Power absorbed: 0.7W

Detected gas: carbon monoxide WKH GHWHFWRU VXSSOLHV DQ RXWSXW

Alarm levels:
50 ppm between 60 min — 90 min DQFLOOLDU\ GHYLFH ZKLFK FRXOG EH D II
100 ppm between 10 min — 40 min solenoid valve.

300 ppm between 0 min — 3 min
Initial delay time: 2 min 20 sec

Indicators: GHVLIQHG WR DYRLG IDOVH DODUPV FD

Green LED: Power supply ;
Red LED: Visual alarm factors in your home.

Yellow LED: continuous — malfunction

5DVKLQJ HYHU\ VHF QRUPDO RSHU
BUZZER: acoustic alarm — min. 85 dB at 1m [_DWEQ\RIDLQV DQ DXWR GLDJQRVWLF VAVWHI

Sensor lifetime: 5 years WKH GHWHFWRU V RSHUDWLRQ 7KH \HO!
Contact ratings: indi ; ;
8(2)A @ 250V AC SPDT turned on indicates a possible malfunction of the detector.

_ 3A @ 250V AC SPST (optional)
Operaling temperature:  10°C * +40°C WKH GHWHFWRU IHDWXUHV D EXWWRQ Wk
Storage temperature:  -20°C + +50°C . L
Humidity limits (non-condensing): ~ 20% - 90% rH which allows the user to periodically test the apparatus.
Protection Grade: IP 42
Case:

Material: ABS VO
Colour: white
Size: 115 x 75 x 43 mm (W x H x D)
Weight: J

For more info, visit
www.primatech.ro
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